APPENDIX E – RAPID ELECTRIC VEHICLE CHARGE POINT – UXBRIDGE ROAD, HATCH END
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1. THIS PLAN 1S FOR INFORMATION ONLY - NOT TO B USED FOR CONSTRUCTION, OR SETTING OUT.

2. THE LOCATION OF STATUTORY UNDERTAKERS APPARATUS AS SHOWN ON THIS PLAN, ARE INDICATIVE AND SHOULD BE PROVED BY THE
'CONTRACTOR BEFORE UNDERTAKING ANY EXCAVATION.

3. 1T 1S RECOMMENDED THAT THE G2 SEARCH INFORMATION IS SCRUTINISED BY THE CONTRACTOR AND A CAT AND GENNIE IS USED TO PROVE THE
LOCATION OF ALL PLANT, BEFORE EXCAVATION.

4. THIS DESIGN HAS BEEN PRODUCED USING OS MAPPING.

5. AL ROAD MARKINGS AND SIGNS ARE TO BE IN ACCORDANCE WITH TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS 2016,

5. ALL STREET FURNITURE INGLUDING THE RGP UNIT, ARE TO HAVE A MINIMUM CLEARANCE OF 450mm FROM THE KERS.
7. DUCTING TO BE IN ACCORDANCE WITH "NJUG" GUIDELINES ON THE FOSITIONING AND COLOUR CODING OF UNDERGROUND UTILITIES APPARATUS.

&. TRENCH REINSTATEMENT TO BE IN ACCORDANCE WITH FERMANENT REINSTATEMENTS AS PER "NEW ROADS AND STREET WORKS ACT 1961 -
SPECIFICATION FOR REINSTATEMENT OF OPENING IN HIGHWAYS.

5. 600 x 800mm EARTH MAT WITH MARCONITE SURROUND TO BE INSTALLED AT ACHIEVE A MAXIMUM IMPEDANCE OF 1002

10.16mm? COPPER CABLE TO BE INSTALLED FOR EARTHING OF ALL ELECTRICAL EQUIPMENT AND METAL STREET FURNITURE WITHIN 2m OF CHARGE
POINT.

1. MINIMUM HORIZONTAL CLEARANCE OF 2m FROM ALL ELECTRIC APPARATUS DIFFERENT FROM RCP TO THE ELECTRIC PARKING BAY SPACE OR FP.
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